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About This Product

This HDD TWAIN driver enables you to load the document data on an MFP
(multifunction printer) connected to a LAN into an image processing
application on a PC.

Trademarks and Registered Trademarks

Trademark Acknowledgements

Microsoft® and Windows® are either registered trademarks or trademarks of

Microsoft Corporation in the United States and/or other countries.

RSA® BSAFE™
RSA is a registered trademark of RSA Security Inc. BSAFE is a registered
trademark of RSA Security Inc. in the United States and other countries.

/
RSA

SECURED®

Licensing Information

This product contains RSA® BSAFE™ of RSA Security
Inc.

All other company and product names are either trademarks or registered
trademarks of their respective companies.
Dialog Boxes

The dialog boxes shown in this manual are those that appear in Windows 7.

Q

Detail

The dlialog boxes that appear in this document may differ from those that
appear on your PC, depending on the installed devices, specified
settings, and PC that you are using.

Note

Unauthorized reproduction, translation or duplication of this document,
whether in its entirety or in part, is strictly prohibited.

The contents of this document are subject to change without notice.
Copyright © 2005 KONICA MINOLTA, INC. All rights reserved.
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IR
1 Introduction

1.1 What Is an HDD TWAIN Driver?

An HDD TWAIN driver loads document data that is stored on an MFP
(multifunction printer) connected to a LAN.

You can operate an HDD TWAIN driver from an image processing application
on your PC.

You can edit loaded documents using the image processing application.

You can also adjust images using the HDD TWAIN driver.
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1.2 How You Can Use an HDD TWAIN Driver
You can use an HDD TWAIN driver to do the following.

Store documents in the MFP (multifunction

printer) and load them later into a PC. Load the contents of received
faxes into a PC and send the
contents by email.

Load the data of unsatisfactory copies into
a PC, edit the data, and print it.
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1.3 Operating Environment

1.3.1 Software

To use this software, you must install the following software on your PC
beforehand.
o TWAIN compatible image processing application

1.3.2 System Requirements

Operating system Windows Vista Home Basic (SP2 or Iater)'
Windows Vista Home Premium (SP2 or later)
Windows Vista Business (SP2 or Iater)

Windows Vista Enterprise (SP2 or Iater)
Windows Vista Ultimate (SP2 or Iater)

Windows 7 Home Basic (SP1 or Iater)

Windows 7 Home Premium (SP1 or Iater)
Windows 7 Professional (SP1 or Iater)

Windows 7 Enterprise (SP1 or Iatqr)

Windows 7 Ultimate (SP1 or later)

Windows 8"/ Windows 8. 1

Windows 8 Pro’ / Windows 8.1 Pro’ .
Windows 8 Enterpnse / Windows 8.1 Enterprise
Windows 10 Home'

Windows 10 Pro”

Windows 10 Enterpnse

Windows 10 Education”

Compatlble with 32-bit (x86) and 64-bit (x64) environments

PC Depends on the specifications of the OS

Memory Depends on the specifications of the OS

Network A PC whose TCP/IP protocol settings have been configured cor-
rectly

Hard disk 20 MB or more of free disk space is necessary

Refer to the Readme file for the latest information about the operating
environment.
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L]
2 Installing the HDD TWAIN Driver

This chapter explains how to install and uninstall the HDD TWAIN driver.

The examples in this section will use Windows 7 as the OS.

2.1 Installation
To install the HDD TWAIN driver, follow the procedure below.
Procedure

1 Start the installation program (Setup.exe).

The "User Account Control" window will appear.
2 Click [Yes].

3 Afterward, follow the directions that appear on the window.

The installation will start, and the necessary files will be copied.
After all the files have been copied, the installation completed window
opens.

4 Click [Finish].
The HDD TWAIN driver installation window will close.
Note
To use the HDD TWAIN driver with the 32-bit version of Photoshop CS5,

you need to download the TWAIN plugin from the Adobe website and
Install it.

The TWAIN driver is not compatible with the 64-bit version of Photoshop
CS5.
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Q

Detail
Separate MS/-based installers have been prepared for this software.

When an MSI-based installer is used, the software can be automatically
distributed, and can be installed automatically in the Active Directory
environment.

For details, contact your service representative.
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2.2 Uninstallation
Follow the procedure below to uninstall the HDD TWAIN driver.
Procedure

On the taskbar, click Start, "Control Panel", "Programs", and then
"Programs and Features".

Select the application that you want to uninstall from the list, and then
click [Uninstall].

A confirmation window opens.
Click [Yes].

Afterward, follow the directions that appear on the window.

— In the "Program Maintenance" window, click [Remove].

The uninstallation of the TWAIN driver will start. When the uninstallation
is finished, the InstallShield Wizard Completed window will appear.

Click [Finish].

The HDD TWAIN driver uninstallation window will close.
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3 Workflow

The following flowchart illustrates the operations that you can perform.

r D
Start the image processing application.
\, J
‘_7
r N
Select the HDD TWAIN driver.
\, J
—
r N
Select the MFP (multifunction printer) that you want to connect to.
\ J
—
r N
Select a box.
\, J
‘_7
r D
Select a document.
\, J
Changing the Settings
(p- 5-1)
[ Click [Acquire].
J
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4

Loading

This chapter explains how to load a document.

V...

Note
You cannot load documents that have been saved to a box in copy mode
or print mode or documents that are in a system box.

N

Note

You cannot load documents when operations on documents
accumulated in boxes have been disabled on the MFP (multifunction
printer) side.

Procedure
1 Start the image processing application.

2 Inthe image processing application, select the HDD TWAIN driver.

— Some applications will display a "Select Devices" command.
If this is the case, before you load a document, use Select Devices
to select the HDD TWAIN driver that you want to use.

The "Select Devices" window appears.
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3

Select the device you want to connect to, and then click [Connect].

Select Devices @
Device List
@ ifrom Search Hesu_\t: _) Fram Registered Devices
IP &ddress Device Name
192.168.1.20 MFP1
192.168.1.22 MFF3
[ Asdd this to the registered device list

[] Use this device for future session

— You can also select the device that you want to connect to from the
list of registered devices. For details, see "Selecting from the List of
Registered Devices" on page 6-3.

— For details about the "Select Devices" dialog box, see "Selecting
the Device to Load From" on page 6-1.

— When user authentication and account track authentication are
configured on the MFP (multifunction printer) side, various
authentication windows appear. For details, see "Loading with a
Device Whose Authentication Settings Have Been Configured" on
page 7-1.

— When the MFP (multifunction printer) is configured to disable
operations by the logged in user on documents accumulated in
boxes, the user will be unable to load documents.

— If you select the [Use this device for future session] check box, the
selected device will be used again the next time you connect. The
next time you select the HDD TWAIN driver, the "Select Devices"
dialog box will not open, and the Select Box dialog box will open
instead.

The Select Box dialog box opens.
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4 Select a box.

Select Box

Enter Box Mo, and Password

Device: 192.168.1.21

User Mame:

Box Mo.:

Box Password:

Box Mame: |

Select from Box List...

Ok

[ Cancel ] [

Help

]

— Click [Select from Box List], and then select a box. After you select
a box, click [OK].

If you know the box number, enter it in the [Box No.] box.

Box List

Select Box

==l

BoxMame Box Mo

Box02 0o0oanoo2
Box03 000000003
Box04 000000004
Box05 000000005
Box0E 000000006
Box07 Q0000000

[ ok

] [ Cancel ][

Help

HDD TWAIN driver
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5 ifa password is set on the box, enter the password in the [Box
Password] box.

Select Box @

Enter Box Mo, and Password

Device: 192168.1.21
User Mame:
Box Mo.: Qoaaoaao

Box Password:

Box Mame: IBDHm

[ Select from Box List... |

[ QK ] [ Cancel ] [ Help ]

6 Click [OK].

The main window opens.

7 Click the document you want to load.

MFP2 TWAIN Driver [

Box No. Device

(000000001 Select,. [1s2168.1.21 Select..

Doc. Mo, File Name Date Pages Size Resolution [dpi] Color Made

Full Calor

Scan Range
@) All Page

Page

[ Acquire ] [ Delete. ] [ BRefresh ] [ Settings ] [ Cloze ] [ Help

1 document(s)
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— If you select [Thumbnail] from the "Views" list, the thumbnail of the
first page of the document will be displayed. You may not be able
to select [Thumbnail] depending on the device.

fruits2

Wiewws: Thumbnai -

Scan Range
(8) &)l Page
Page

Mame
Doc. Ne.
File Narme:
Date
Pages
Size

Walue

522

fruits2

2011/06/23 03:03:18
1

A4

<

1

— To delete the selected document, click [Delete].

— To refresh the list, click [Refresh].

— When you want to adjust an image or delete a loaded document,

click [Settings]. For details, see "Changing the Settings" on

page 5-1.

— When you want to change the box, click [Select].
— When you want to change the device to load from, click [Select].
For details, see "Selecting the Device to Load From" on page 6-1.

Click [Acquire].

The document will be loaded, and an image of it will appear in the
image processing application.
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I
5 Changing the Settings

In the "Settings" dialog box, you can adjust images and delete loaded
documents.

Click [OK] after you are finished.

5.1 Black And White Inversion
You can invert the black and white parts of a document when you load it.

In the "Settings" dialog box, select the "Scan" tab, and then select the
[Negative Image] check box.

N

Reminder
You can select this check box for black and white monochrome data.
Settings (==

Scan | Image Enhancement I Image Adiuslment|

Scan Document

[T Megative Image
[] Delete after szanring
Some settings cannot be_apphed depending on the

attribute of the acquiring image.
Pleaze iefer to the Help for mare information.

ak. ] l Cancel I l Help

HDD TWAIN driver 5-1



Changing the Settings

5.2 Deleting a Loaded Document

This section will explain how to delete a loaded document.

In the "Settings" dialog box, select the "Scan" tab, and then select the

[Delete after scanning] check box.

Settings

Scan | Image Enhancement | Image Adjustment

==

Scan Document

[T Megative Image
[] Delete after szanring
Some settings cannot be_apphed depending on the

attribute of the acquiring image.
Pleaze iefer to the Help for mare information.

] l Cancel I l Help
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5.3 Adjusting the Image Quality

This section will explain how to adjust the image quality of a loaded

document.

You can set the image quality in the "Image Enhancement" tab of the

"Settings" dialog box.

Settings @

Scan | Image Enhancement | Image Adjustment

Image Enhancement

Full Enhancement; aif

Adjust Contrast: 0ff -

Remowve Undercolor: 0f -

Femove Backaround: 0ff -

Remove Halftone: o -

Deskew
Some settings cannat be applied depending on the
attribute of the acquiring image:
Flease iefer to the Help for more information.
| OF. | | Cancel | | Help

Item

Description

Full Enhancement

Select this check box to adjust the contrast, undercolor re-
moval, background removal, and halftone removal all at
once. You can select Off, Low, Standard, or High.

...

Reminder
This setting is invalid for grayscale data and
black and white monochrome data.

Adjust Contrast

Adjust the contrast. You can select Off, Low, Standard, or
High.

...

Reminder
This setting is invalid for black and white mono-
chrome data.

HDD TWAIN driver

5-3



Changing the Settings

Item

Description

Remove Undercolor

Removes unnecessary undercolors, such as a light back-
ground color or the discoloration of an original document
due to aging or exposure to sunlight. You can select Off,
Low, Standard, or High.

...

Reminder
This setting is invalid for grayscale data and
black and white monochrome data.

Remove Background

When there are characters and figures in the background,
you can use this setting to remove them without affecting
the characters and figures in the foreground. You can se-
lect Off, Low, Standard, or High.

N

Reminder
This setting is invalid for grayscale data and
black and white monochrome data.

Remove Halftone

Reduces the formation of moiré patterns (striped patterns
that appear on scanned printed materials). You can select
Off, Low, Standard, or High.

...

Reminder
This setting is invalid for black and white mono-
chrome data.

Deskew

Automatically corrects the scan of a skewed original docu-
ment.

...

Note
This feature may not work properly with small
image sizes.

HDD TWAIN driver
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5.4 Changing the Color Mode

This section will explain how to change a document's color mode.

In the "Settings" dialog box, you can select the color mode from the "Color
list in the "Image Adjustment" tab.

You can select Off, Full Color, Gray Scale, or Black.

N

Reminder
This setting is not valid for some devices.

V...

Reminder
You cannot change grayscale to full color or change black and white
monochrome to grayscale or full color.

Settings @
Scan | Image Enhancement ImageAdiuslment|

Image Adjustment

Lolor: off -

Bezalution: Off -

Some settings cannot be applied depending on the
attribute of the acquirng image.
Please efer ta the Help far mare infarmation.

| 0k | | Cancel | | Help
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5.5 Changing the Image Resolution

This section will explain how to change the image resolution of the
document.

In the "Settings" dialog box, you can select the resolution from the
"Resolution” list in the "Image Adjustment" tab.

You can select Off, 200 x 100 dpi, 200 x 200 dpi, 300 x 300 dpi, 400 x 400
dpi, or 600 x 600 dpi.

V...

Reminder
This setting is not valid for some devices.

Settings @
Image Enhancement | Image Adustment

Image Adjustment

Lolar: 0ff -

Besolution: 0ff -

Some settings cannot be applied depending on the
attribute of the acquiring image.
Pleaze iefer to the Help for mare information.

| 0k | | Cancel | | Help
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6  Selecting the Device to Load From

Select a device on the network that you can load from. Select the device in
the [Select Devices] dialog box that appears when you first open the HDD
TWAIN driver and when you click [Select] in the main window.

6.1  Selecting a Network Device

Select one of the devices that have been automatically detected on the
network.

Procedure

Open the HDD TWAIN driver, or in the main window, click [Select].

==l

Device

192.1681.21 Select...

— The Select Device window opens.

— Alist appears that shows the devices that have been automatically
detected on the network.

— If you want to search for devices again, click [from Search Result].

Select the device you want to connect to, and then click [Connect].

— To add a device to the list of registered devices when you connect
to it, select the [Add this to the registered device list] check box. For
more information about the list of registered devices, see "Editing
the List of Registered Devices" on page 6-5.

— If you're loading from a device whose authentication settings have
been configured, enter the necessary information in the various
windows that appear. For details, see "Loading with a Device
Whose Authentication Settings Have Been Configured” on
page 7-1.
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6

— If you select the [Use this device for future session] check box, the
"Select Devices" dialog box will not appear the next time you select

the HDD TWAIN driver, and the main window will be displayed

instead.
Select Devices @
Device List

(@) fram Search Result () From Begistered Devices
IP Address Device Marme
192168121 MFP2
192168122 MFFP3

[7] &dd this to the registered device list

[ LConnect J [ Cancel ] [7] Use this device for future session

The

main window opens.

HDD TWAIN driver
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6.2 Selecting from the List of Registered Devices

This section explains how to select a device from the list of registered
devices.

Procedure

Open the HDD TWAIN driver, or in the main window, click [Select]

Device
192.168.1.21 Select...
The Select Device window opens.
Click [from Registered Devices].
Select Devices
Device List
from Search Result @ from Reqistered Devices

IP Addrezz(Host Mame] Mame BoxMo./Box Mame User Mame  Account Mame

HDD TWAIN driver
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6

3 Select the device you want to connect to, and then click [Connect].

- If you're loading from a device whose authentication settings have
been configured, enter the necessary information in the various

windows that appear. For details, see "Loading with a Device
Whose Authentication Settings Have Been Configured" on

page 7-1.

— For information about how to add, edit, copy, and delete the
devices in the list of registered devices see "Editing the List of
" on page 6-5.

Registered Devices

— If you select the [Use this device for future session] check box, the
"Select Devices" dialog box will not appear the next time you select

the HDD TWAIN driver, and the main window will be displayed

instead.
Select Devices @
Device List
from Search Resul @) from Feqistered Devices
IP Addiess[Host Mame] Mame Box No./BoxMame UserMame Account Name
1592.168.1.20 MFP1 000000001
192.168.1.21 MFF2 000000002
192.168.1.22 MFP3 000000003
Frhddn ) [ Ede. | [ Com | [ Delete.
‘ Connect ‘ | Cancel | Use this device for future session Help

The main window opens.
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6.3 Editing the List of Registered Devices

This section explains how to add, edit, copy, and delete the devices in the
list of registered devices.

The list of registered devices appears in the "Select Devices" window when
you click [from Registered Devices].

Select Devices \EI
Device List
" from Search Result @) from Feqistered Devices
IP Addiess[Host Mame] Mame Box No./BoxMame UserMame Account Name
192.168.1.20 MFF1 000000001
add. | [ Ed. | [ cow | [ Delete. |

Connect J l Cancel I [T Use this device for future session Help
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6.3.1 Adding a Device
This section explains how to add a device to the list of registered devices.

Procedure

Click [Add].

The "Destination Settings" window appears.

Enter the device information, and then click [OK].

Destination Settings @

Mame:
Device[Required)
IP Addreszs(Host Mame]:

Uszer Box{Option]
Box Mo.:

Save Box Pazaword

Login Information...

[ QK ] | Cancel | | Help

— Name: Enter the device's name.

— IP Address (Host Name): Enter the device's IP address or host
name.

— Box No.: Enter the box number that you want to load from.

— Box Password: If a password has been set for the box, select the
"Save Box Password " check box, and enter the password.
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6.3.2 Changing the Device Information

This section explains how to change the information about a device that is
registered in the list of registered devices.

Procedure

From the list, select the item that you want to change, and click [Edit].

The "Destination Settings" window appears.

Enter the device information.

Destination Settings @

Mame: MFP1

Device[Required)
IP Addreszs(Host Mame]: 152.168.1.20

Uszer Box{Option]
Box Mo.: Qoo

Box Password: LTI

| Save Box Pazsword

Login Information...

[ QK ] | Cancel | | Help

— Name: Enter the device's name.

— IP Address (Host Name): Enter the device's IP address or host
name.

— Box No.: Enter the box number that you want to load from.

— Box Password: If a password has been set for the box, select the
"Save Box Password " check box, and enter the password.
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— Login Information: This button is available when authentication
information was saved the last time the device was connected to.
Click this button to display authentication information. To clear the
login information, click [Clear Login Information]. Click [OK] to
display the "Destination Settings" dialog box.

Legin Information @

Uszer Authentication

User Mame: userdl

Pazsword: "een

Account Track
Account Name:

Pazsword:

| Llear Login Information |

QK ] | Cancel | | Help |

6.3.3 Copying the Device Information

This section explains how to copy the information about a device that is
registered in the list of registered devices.

Procedure

In the list of registered devices, select the information of the device you
want to copy, and click [Copy].

The device's information is copied to the list of registered devices.
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6.3.4 Deleting the Device Information

This section explains how to delete the information about a device that is
registered in the list of registered devices.

Procedure

1 In the list of registered devices, select the information of the device you
want to delete, and click [Delete].

A confirmation message appears.

2 Click [Yes].

MFP2 TWAIN Driver 3

|el Are you sure you want to delete selected destination?

The information about the device that you selected is deleted.
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7 Loading with a Device Whose
Authentication Settings Have Been
Configured

7.1 Devices with User Authentication

When you connect to a device with user authentication, the "User
Authentication" window appears before the main window.

Enter the predetermined user name and password.
For details, consult your system administrator.

Procedure

Click [Login as Public User] or [Login as the Registered User].

— Ifthe device's user authentication settings have been configured
allow public users, click [Login as Public User]. Otherwise, click
[Login as the Registered User].

User Authentication - [ -] @

Enter User Mame and Password

Login as Public User

Uszer Hame:

Password:

Save these settings

ak. Cancel | | Help

to
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Enter the user name and password, and then click [OK].

— If you click [Login as Public User], you do not need to enter a user
name or password.

— Ifyou select the [Save these settings] check box, the user name and
password will already be entered the next time you select the same
device.

— If external server authentication has been selected in the MFP's
(multifunction printer's) user authentication settings and multiple
domains have been registered, after the user name, enter "@"
followed by the domain name. For example, if the user name is
"user@1" and the domain name is "domain" enter
"user@1@domain".

User Authentication - [ - @

Enter User Mame and Password

Login as Public User
@ Login az the Begistered User

Uszer Hame: uzer(l

Password:

| Save these seftings

QK ] | Cancel | | Help
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7.2 Devices with Account Track Authentication

When you connect to a device with account track authentication, the
"Account Track Authentication" window appears before the main window.

Enter the predetermined account name and password.
For details, consult your system administrator.
Procedure

-  Enter the account name and password, and then click [OK].
— Ifyou select the [Save these settings] check box, the account name
and password will already be entered the next time you select the
same device.

Account Track Authentication - [ - @

Enter Account Mame and Pazsword

Account Name: service

Password:

Save these settings

QK ] | Cancel | | Help
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7.3 Devices That Use a Middle Authentication Server

When you connect to a device that uses a middle authentication server, the
"Custom Login" window appears before the main window.

Enter the predetermined user name and password.

For details, consult your system administrator.

Custom Login

Pleage input the login infornation.
The " mark is the necessary information-

Select login user [[jar -

External Server
# lser Name

Passyord

-  The dialog box shown is an example. The actual dialog box for middle
authentication may vary depending on the authentication application.
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8 Troubleshooting

This section explains the error messages, their causes, and how to respond

to them.

Error Message

Cause

Corrective Action

Can not connect to server (IP ad-
dres).

The specified IP ad-
dress is wrong.

Check the IP address of the de-
vice that you're trying to connect
to.

Destination device is not support-
ed.

The device at the IP
address that you
specified does not
support this HDD
TWAIN driver.

Specify a destination device that
is compatible with this HDD
TWAIN driver.

Other users have access to the
specified User Box.

The box that you
specified is being
used by another user.

Please wait a moment, and then
try connecting again.

Access to specified User Box is
denied.

A password has been
set for the box you
specified, or the pass-
word that you speci-
fied is incorrect.

Make sure that the password is
correct.

The specified User Box does not
exist.

The box number that
you specified is incor-
rect.

Enter the correct box number.

HDD not installed. User Box is not
available.

Because the device
that you're connect-
ing to does not have a
hard drive, you cannot
use boxes.

Contact a service technician to in-
stall a hard drive.

User Box is not accessible. Try
again in a few minutes, or check
with your administrator.

The box is locked.

Try connecting again after a few
minutes, or contact the adminis-
trator.

User Authentication failed. Make
sure your USER NAME is correct,
then enter your password again.

The user name or
password is incorrect.

Make sure that the user name and
password are correct.

Your authentication account is
locked. Try again in a few minutes,
or check with your administrator.

Your authentication
account is locked.

Try connecting again after a few
minutes, or contact your adminis-
trator.

Login is failed because of external
authentication server error.

The external authenti-
cation server cannot
be connected to.

Check to make sure that the ex-
ternal authentication server is op-
erating normally.

The server could not accept an
authentication request. Please
wait a moment, and then login
again.

The server could not
accept an authentica-
tion request.

Try connecting again after a few
minutes.
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Troubleshooting

Error Message

Cause

Corrective Action

Account Track Authentication
failed. Make sure your Account
Name is correct, then enter your
password again (if required).

Account track authen-
tication failed.

Make sure that the account name
and password are correct.

No response from scanner device.

The PC was unable to
communicate with the
device.

Check the network and device
conditions.

Unable to delete the specified
document.

The specified docu-
ment could not be de-
leted.

Check whether the document has
already been deleted on the de-
vice side.

Access to the document is de-
nied.

You have been denied
access to the speci-
fied document.

Enter the correct password for the
box number.

The specified document does not
exist.

The document that
you specified does
not exist.

Check whether the document has
already been deleted on the de-
vice side.

Can not retrieve User Box infor-
mation from the device.

The box that you
specified does not ex-
ist.

Check whether the box has al-
ready been deleted on the device
side.

Can not retrieve thumbnail imag-
es.

Thumbnail images
cannot be displayed.

Check whether the document has
already been deleted on the de-
vice side.

Please check the page range.

The page that you
specified does not ex-
ist.

Please check the page range.

Device Memory Error occurred.

An error occurred in
the device's memory.

Check with the administrator of
the device.

Can not scan due to device error
that has occurred.

A device error has oc-
curred.

Check the device conditions.

Can not start scanning because
you have reached the maximum
number of registered jobs.

The number of regis-
tered jobs has
reached the maximum
value.

Please wait a moment, and then
try connecting again.

Device busy. Can not begin scan.

The device s currently
being used oris in a
state in which it can-
not be used.

Please wait a moment, and then
try connecting again.

If the same message still appears
after you wait awhile, check with
the administrator of the device.

Scanning has been cancelled.

The scan has been
canceled by the de-
vice.

Check the device conditions.

A scanning error has occurred.

A scanning error has
occurred.

Check the device conditions.

An error occurred during commu-
nication with the device.

An error occurred dur-
ing communication
with the device.

Check the network and device
conditions.
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